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          SDI 630
Gamma tubo principale

Range - main pipe Ø 315-630 mm

Gamma derivazione
Range - joint Ø 90-315 mm

          SDI 315
Gamma tubo principale

Range - main pipe Ø 90-315 mm

Gamma derivazione
Range - joint Ø 63-160 mm

Macchine studiate per la realizzazione di Tee ridotti  (derivazioni) a multi salto in PE e PP. Utilizzando 
apposite matrici è possibile realizzare un Tee ridotto con una sola saldatura!
Macchine a movimento idraulico e impostazioni manuali, consentono di saldare diversi diametri del tubo 
principale con diversi diametri della derivazione.
Due morse mantengono in posizione il tubo principale, una terza morsa perpendicolare stringe il raccordo 
da saldare, il quale viene mosso da un cilindro idraulico per una perfetta saldatura. 

SDI machined are developed for PE and PP reducing Tees.
With one only welding, thanks to special bushes, it is possible to produce special Tees  with different 
diameters.
Two clamps keep in position the main pipe; a third clamp, perpendicular, tightens the fitting 
to be welded, which is moved by a hydraulic cylinder for a perfect welding. 
The control panel is separate and allows full control of the work.

	 SDI (derivazioni - reduced tees)

2. Linea laboratorio – Workshop Machines 
2.2. SERIE PL SPECIALI - PL SPECIAL SERIES


